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SUMMMY

The results of elevated-temperaturecompressive strength and creep
tests of 2024-T3 (formerly 2kJ-T3) aluminum-alloyplates supported in
V-grooves are presented. The strength-testresults indicate that a
relation previously developed for predicting plate compressive stiength
for plates of all materials at room temperature is also satisfactory for
determining elevated-temperaturestrength. Creep-lifetimeresults sre
presented for plates in the form of master creep-lifetime curves by using
a time-temperatureparameter that is convenient for sunnnsrizing teqile
creep-rupturedati. A comparison is made between tensile and compressive
creep lifetime for the plates and a method that makes use of time-dependent
stress-strain curves for predicting plate-creep failure stresses is

, investigated.

INTRODUCTION

Since plates are one of the most important load-carrying components
in the structure of an aircraft, an understanding of their elevated-
temperature strength and creep behavior is becoming increasingly impor-
tant. At the present time very little published information (ref. 1) is
available on the experimental ~ strength of plates at elevated
temperatures and no data have been found on experimental creep behavior
of such members. The purpose of the present investigationwas to obtain
experimental data on both compressive strength and creep lifetime of
2024-T3 (formerly 24S-T3) aluminum-alloyplates at elevated temperatures.
In this study plates of width-thicluiessratios ranging from 20 to 60
were tested to determine maximum compressive strength at temperatures
ranging from room temperature to 600° F. Creep tests were made at 400° F,
450° F, and 500° Fwith a similar range of width-thickness ratios. In
all tests the unloaded edges of the plates were supported in V-grooves.

lSupersedes NACA RML55Ellb, 1955.
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2 NACA TN 3552

The results obtained in the compressive-strengthtests are analyzed
to determine whether a materials parameter, shown previously to be appli-

),

cable for correlatingroom-temperatureplate strength with material prop-
erties (ref. 2), is also applicable at elevated temperatures. Several
methods are explored for presentation of the plate-creep test results
including a time-temperatureparameter that is convenient for summarizing
tensile creep data. The use of time-dependent stress-strain curves
derived from plate-creep curves for estimating stresses that produce
creep failure is investigated.

SYMEOLS

material creep constants

width, in.

constant

base of natural logarithms

Young’s modulus, hi

secant modulus, ksi

thickness, in.

temperature, ??

absolute temperature, %

abbreviation for room temperature

strain

unit shortening

unit shortening at maximum (failing) load

stress, ksi

average stress, ksi

0.2-percent-offset compressive yield stress, ksi
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NACA TN 3552 3

average stress at maximum (failing) load, ksi

time, hr

failure time, hr.’

.,

1 SPECWS, EQU~MENT, AND PROCEDURES

The plate specimens were machined from a l/16-inch-thick 2024-T3
aluminum-sl.loysheet. All plates were 20.00 inches lo@. Four different
widths were selected which yielded nominal width-thickness ratios of 20,
30, 45, and 60. Specimens for determining the compressive stress-strain
properties of the material were also machined from the same sheet. These
specimens were 1.000 inch wide and 2.520 inches long. The length dimen-
sion of each specimen was oriented parallel to the grain direction of ‘
the sheet.

..
The plate ’specimenswere’tested in the V-groove fixture shown in

‘figure 1. This type of support was selected because stre~h tests at
room temperature of plates supported in V-grooves showed good corre-
lation with experimentalplate strengths obtained from stiffened panel
tests-. (See ref. 2.) Shortening of the plates in the compressive
,strengthand creep tests was determined by measurement of the relative
motion~between the upper and lower loading surfaces....!l!hisrelative
motion”was transferred by rods to linear variable differential trans-
formers and recorded autographicall.y. (See fig. 2.) In the compressive
strength tests, unit shortening was recorded ag+st load; in the creep
tests, against time. *“

The furnace, loading, and recording equipment used in these tests
are shown in figure 3. During the tests, the temperature of the specimen
was obtained at five e@ally spaced stations on the longitudinal center
line of the plate with the aid of an automatic temperature recorder and
iron-constantan.thermocowles fastened by-spring Clipsl The temperature
of the plates was maintained within:.t~O~Fof the test temperature.. . .

The plate specimens were alined in the V-groove supports and the
furnace closed before heating %egan. Approximately 1 hour was required
to heat the specimen to the test temperature. For both the compressive
strength and creep tests, the specimens were exposed to the test temp-
erature for 1/2 hour prior to application of load, with the exception
of some specimens tested at 4~0 F to determine strength after longer
exposure times. In the creep tests the applied load was maintained on
the specimen until collapse occurred provided that failure occurred
within six hours. Collapse was associated with a sudden drop of the

——–-——— —... . ._,._. -— ———— —— . . ..——________ _-
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weight cage on the arm of the dead-load apparatus (fig. 3). When
collapse did not occur in this period, the specimen was unloaded and
cooled to room temperature. The creep test was resumed the next day
for an additional 6-hour period; however, for this cycle, the l/2-hour
exposure period was omitted. This procedure was continued until creep
collapse occurred.

In the compression stress-straintests, the furnace was heated to
test temperature prior to insertion of the specimens into the support
fixtures. The specimens were then exposed to the test temperature for
either 1/2, 1, or 2 hours prior to loading. The rate of loading was con-
trolled to yield a strain rate of 0.002 per minute in all tests. For
longer exposure times, ranging from 5 to 100 hours, the specimens were
heated at test temperature for the desired exposure time and then
cooled to room temperature. These specimens were subsequentlyreheated
to the test tenqmrature prior to testing.

RE~SAND DISCUSSION

Compressive Stren@h Tests

Experimental data.-.Data obtained in the compressive-stre@h tests
are plotted as the variation of average stress with unit shortening in
figure 4. Results are shown for temperatures ranging from room temper-
ature to 6U0° F. The exposure time at the elevated test temperatures
was 1/2 hour for these results. These results as well as the results of
some tests made to.determine the effects of longer exposure times on
compressive strength are listed in table I. Compressive stress-strain
curves for l/2-hour exposure at the elevated test temperatures are
included in figure 4 and are labeled as u-~.

“For the plates with width-thickness ratios of 20 and 30, the buckIing
stresses and maximum compressive stresses were approximately the same.
Elastic buckling occurred for plates with width-thickness ratios of 45
and 60 and considerable shortening occurred after buckling before mai-
imum load was obtained.

The ‘averagestresses at maximum load for l/2-hour exposure obtained ,
in the compressive-strengthtests are plotted in figure 5. FYedicted
strengths of the plates for,a similar range of temperatures and exposure
times are shown by the curves. The method u$ed for predicting plate
strength is discussed in the next section. Several plates of each width-
thickness ratio were tested at room temperature and 400° F. The results
at these tw~ temperatures give an indication of the scatter that can be
expected in the data at the other temperatures. The increase in com-
pressive strength produced by artificial aging of the aluminum alloy
accounts for the increased strength of the plates in the vicinity of 400° F. :
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Prediction of compressive strength of plates.- When the compressive
strength of plates at elevated temperatures was determined, use was made
of a material parameter developed in a previous study (ref. 2) for cor-
relating plate compressive strength with material properties. The results
of that study indicate that, if the average stress at maximum load is
divided by the material parameter (defined as ~~”) and if this quan- ,....

tity is then plotted against the thickness-widthratio of the platk’ja“‘
single curve will be obtained for plates of all materials. A plot of “ -
this type is shown in figure 6 where the solid symbols indicate rodm-” ‘
temperature strength tests of plates of several different materials
reported in reference 2 and the open symbols indicate elevated-
temperature strength tests of 202k-T3 aluminum alloy obtained in the
present investigation.

Since both the room-temperature and elevated-temperatureplate-
strength test results lie essentially along the same straight

?
e, the

following relation is suggested for obtaining maximum plate str ngth
for all materials at either room or elevated “temperatures:

(1)

The secant modulus Es is associated with the average stress at maximum

load and is evaluated from the compressive stress-strain curve .comes-
ponding to the test temperature and e~osure time. The value of C is .
determined from the slope of the straight line (fig. 6) and is equal to
1.60.

The data presented in figure 6 indicate that equation (1) will in
most cases predict satisfactory values for maximum plate strength since
most of the deviations from the straight M.ne are small. The qpanti~

= appeas to be a s~tisfactov material p=~te~for co~elation
with maximum plate strength and permits the determination of the max-
imum compressive strength of plates for all materials at either room or
elevated temperatures. Ofly the material.compressive stress-strain curve
at the appropriate temperature and exposure time is required.

The stress-strain curves shown in figure 7, obtained from tests
of the 2024-T3 aluminum-alloy sheet at the indicated test temperatures,
were used for predicting maximum compressive strengths of the plates and
for reducing the test data for the plates into the form shown in figure 6.
The additional curves given in figure 8 show the effect of exposure on
the compressive stress-strainproperties at three temperatures. These
curves were used to predict plate compressive stren@hs at different
exposure times. The results are discussed subsequently in conjunction
with creep-test results.

_..._ _ .——.. .— ———-—-—-.— —-—— ..-—— —
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Creep Tests

- Creep curves.- Figure 9 shows typical unit-shortening results
obtained in the plate creep tests at 400° F, 450° F, and 500° F. The
specimen designation, the applied stress, and the ratio of the applied
stress to the stress that would produce immediate failure upon loading
are shown. A summ.ry of the creep-test results for all plates-is given
in table ~. The applied stresses in the creep tests for width-thickness
ratios of 20 and 30 were less than the calculated buckling stresses.
During the tests, buckles appeared gradually and continued to increase
in depth until collapse occurred. For width-thickness ratios of 45
and 60, the applied stresses were greater than the calculatedbuckling
stresses (with the exception of plate 93). The buckles produced upon
loading continued to increase in depth gradually during the creep tests
for these plate proportions until failure occurred. The appearance of
the plates after failure in the creep tests indicated no ~sible diff-
erence from plates tested to determine maximum compressive strength.

The results of figure 9 indicate that in some cases creep failure
occurred at values of unit shortening comparablewith the unit short-
ening Ff obtained at maximum load in the compressive-strengthtests

shown in figure 4; however, some of the specimens failed at an appreciably
lsrger value of shortening. Thus, shortening obtained at maximum load
in the compressive-strengthtests does not establish the magnitude of
the shortening at which failure may be expected in creep tests; however,
in all cases, failure of the plates did not occur until after Zf had

been obtained in the creep tests. Comp&rable results were also obtained
for plates tested in 6-hour intervals.

An exsmple of the results obtained from plates tested for 6-hour
periods until failure occurred is shown in figure 10. The tick marks
indicate the duration of each test period. The creep curves appear as
continuous curves and therefore the assumption can be made that the
results for these plates are-comparablewith those obtained from con-
tinuous tests. Further evidence to substantiate this assumption is
presented in a later section entitled ‘tComparisonbetween tensile and
compressive creep lifetime.it

Lifetime results.- Perhaps the most significant information obtained
from the creep tests is the lifetime. Lifetimes obtained from the tests
at 400° F, 450° F, and 500° F are plotted in figure 11. Lines repre-
senting an average of the test results have been drawn through the data
for each width-thickness ratio. The solid synibolson the vertical axes
indicate the maximum strength of the plates determined from the compressive-
stren@h tests for l/2-hour exposure. The relatively small amount of
scatter in these data at all test temperatures indicates that creep

.. .—.— —.
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lifetime of the plate is not sensitive to initial imperfections since
no attempt was made to control these imperfections in selecting the
test specimens.

Comparison between tensile and compressive creep lifetime.- A
comparison between tensile-rupturetime of 2024-T3 aluminum alloy and
creep-failuretime for plates is made in figure 12. The symbols indi-
cate creep-lifetimeresults for plates with width-thicknessratio of 20
at 400° F, 450° F, and 500° F. The curves show tensile creep-rupture
data for the material obtained from the literature. (See, for example,
ref. 3.) Since all test points lie close to the correspondingtensile
oreep-rupt~e curves, it appears that a plate with a width-thickness
ratio of 20 will support a given tensile or compressive stress for nearly
the same time. This result suggests that plates of other materials with
low values of width-thicknessratios may also have approximately equal
lifetimes at a given stress for either tensile or compressive loading.
For 2024-T3 aluminum alloy, the implication of this result is that mem-
bers such as box beams having equal-thictiess cover plates with width-
tbickness ratios of 20 will be of nearly balanced design in the range
from 400° F to 500° F; that is, the tension and compression covers will
have approximately equal resistance to creep failure. This result has
been verifie~ experimentally from creep tests of three box beams tested
at 375° F and 425° F (ref. 4). Two of the beams failed in tension and
one failed in compression.

All results shown in figure 12 for failure time greater than 6 hours
were obtained from tests performed in 6-hour intervals. These data
show deviations from the tensile-creep-rupturecurves simils+,to the - ‘“

.,

data obtained from the continuous-creeptests. These r-esultstherefore
indicate that the creep data obtained from tests performed in 6-hour
periods may be expected to approximate closely data that would be
obtained from continuom te&.of similar duration. Results given in
the literature on the effects of cyclic load-temperaturehistories on
the tensile-creep behavior of aluminum alloys also substantiate the#

,, previous results obtained in the plate-creep tests. For example, ref-
erence 5 indicates that tensile-creep specimens subjected to load-
temperature histories comparablewith the plate-creep test conditions
would produce no significant effect on the creep-rupturetime for the
material compared with lifetime obtained from continuous load-temperature
tensile-creep tests.

Master creep-lifetime curves.- Inasmuch as the plate-creep test
results for b t . 20 shown in figure 1.2papallel tensile creep-rupture
data, the use of a time-temperatureparameter is suggested for presenting
all the plate creep-lifetimeresults. One of the time-temperature
parameters available in the literature (ref. 6) was used for plotting
the test data as shown in figure 13.
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the time-temperatureparameter c
is temperature in %, 17 is a material

time in hours. Plate creep-lifetime

test temperatures and four plate pro-
portions are shown. Curves drawn through the plate-creep data indicate
an average value of the test results. Tensile creep rupture for the
material is indicated by the dashed curve.

The test data for each b/t appesr as a continuous curve and indicate
that the time-temperatureparameter may be useful for presenting results
from creep tests of structures as well as materials. For b/t = 20, the
results appear near the tensile-rupture curve and again indicate that
a plate of this proportion will support a given tensile or compressive
stress for nearly the same time. For the other values of b/t at a
given stress, the plates will fail sooner in compression than in tension.

This type of plot is convenient for estimating stress-temperature-
time combinationsthat will produce creep failure of 2024-T3 aluminum-
alloy plates. The results at one temperature overlap those obtained
at the other temperatures and thus interpolation is jus$ified. However,
extrapolation of the plate-creep data outside the range of temperatures
and times covered by the tests should not be attempted until additional
test data are obtained.

Compar*son of compressive strengbh and creep strength.- The pre-
dicted maximum compressive strengths of plates exposed to elevated
temperatures for times ranging from 1 to 100 hours prior to application
of load sre shown in figure 14. In addition, stresses that produce
either 0.2-percent permnent shortening or creep failure in the same
range of times sre also included. The compressive strengths for differ-
ent exposure times were de~ermined from equation (1) and the material
stress-straindata given in figure 8. Experimental.verification of
the predicted maximum compressive strength for b/t = 20 at 400° F was
obtained for several exposure times from tests listed in table I. The”
creep-lifetimecurves are reproduced from figure 11 for each value of
width-thickness ratio and the curves defining the stresses that produce
0.2-percent permanent shortening in a given time were obtained from
the plate-creep curves shown in figure 9.

The results @ven in figure 14 indicate that stresses which pro-
duce creep failure of plates within 1 to 100 hours range from 55 to 95
percent of the maximum strqngth of the plates for.exposure times at
elevated temperature correspondingto the creep lifetime. The differ-
ences between the stresses that produce creep failure and stresses
that produce 0.2-percent permanent shortening in the same time are small,
especially for b/t values greater than 20. For example, for b/t = 30,

— ———
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creep failure occurred at approximately

9

0.2-percent permanent short-
ening. For b/t . 20, creep failure occurred at approximately 0.4-
percent perm&ent shortening.

The curves indicating maximum compressive strengths for various
exposure times appear in most cases to parallel the creep-Mfetime curves.
Such results may be expected only with materials like 2024-T3 aluminum
alloy since many structural materials do not exhibit a pronounced
decrease in compressive strength due to prolonged exposure at elevated
temperatures.

Prediction of Plate-Creep Lifetime

Compressive creep curves.- When creep lifetime of plates is pre-
dicted by the method described later in this section, the compressive-
creep behavior of 2024-~ aluminum alloy must be known at temperatures
correspondingto those selected for the creep tests. It is assumed in
the present report that compressive-creepbehavior of the material can
be obtained approximately from the plate-creep curves for b/t . 20 shown
in figure 9; that is, the portions of the plate-creep curve usually
designated as primary- and secondary-creep stages in material creep
tests are assumed to define the compressive-creepbehavior of the mate-
rial. This assumption is made because the applied stresses in the creep
tests were less than the plate-buqkling stresses for b/t = 20 and the
specimens were considered to be relatively free of initial imperfections.
Thus, shortening obtained in the initial portion of the plate-creep
tests for b/t = 20 will approximate material creep behavior independent
of structurti action.

If it is assumed that the
the plates can be expressed in

e=

primmy- and secondary-creep stages for
the following form:

~ + AeBuTK
E

(2)

and the constantsA, B, and K are evaluated from the plate-creep curves,
creep behavior of the material is then defined at any time for all val-
ues of stress. The creep expression (eq. (2)) and the method for eval-
uating the creep constants A, B, and K are given in reference 7. These
material constants were evaluated from the plate-creep curves for
b/t . 20 at the three test temperatures and are plotted in figure 15.
An example of the creep curves that are defined by equation (2) is
given in figure 16. These curves approximate the first and second
creep stages for plates with width-thickness ratios of 20 at 400° F.



10

Time-dependent stress-strain curves.- When the
behavior of the material is defined, time-dependent
shown in figure 17 can be obtained. Curves such as

NACATN 3>>2

compressive creep
stress-strain curves
these, described in

detail in reference 8, for example, have been obtained from tensile-
creep data by several investigators and have been used to predict creep
behavior of columns. In the present investigation, ti&-dependent
stress-strain curves are used to predict stresses that produce creep
failure of plates with the aid of equation (1) in the same manner as
the material compressive stress-strain curves were used to determine
maximum plate strength. For example, if the 10-hour time-dependent
stress-strain curve is selected, stresses that produce creep failure
of plates in 10 hours can be determined for any value of b/t. The
secant modulus Es and the compressive yield stress ~cy originally

defined in equation (1) are assumed to be time-dependent in the manner
defined by the curves of figure 17. An example of the variation of
the time-dependent secant modulus ES(T) with stress at 400° F is
shown in fi~e 18.

Predicted @ate-creep lifetime curves.- Stresses that produce
creep failure of plates predicted with the aid of the time-dependent
stress-strain curves and equation (1) are plotted as dashed lines in
figure 19. The so~d lines are experimental results reproduced from
figure 11. The a~eement between the experimental and predicted plate.
creep lifetimes is in general satisfactory for all values of width-
thickness ratio at each temperature.-

It thus appears that, if the compressive creep behavior of a mater-
ial is established, time-dependent stress-strain curves and equation (1)
may provide a satisfactorymeans for estimating creep lifetime of plates.
Experimental pb.te-creep lifetime data for other materials will, how-
ever, be needed to establish the generaM~ of

CONCLUDING REMARKS

this method. “

Experimental results from elevated-temperaturestrength and creep
tests of 2024-T3 aluminum-alloyplates s~ported in V-grooves have
been presented. The strength-testresults indicated that a relation
previously developed for predicting plate compressive strength for
plates of all materials at room temperature was also satisfactory for
determining elevated-temperaturestrength. The creep-test results
indicate that plates with a tidth-thicbess ratio of 20 will support
a giyen tensile or compressive stress for nearly the same time and
thus suggest the possibility that plates of other materials with low
values of width-thickness ratio may also have approximately equal
lifetime at a given stress for either tensile or compressive loading.
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A time-temperature
the plate-creep tests.
parameter may be useful

parameter was used to present
The results indicate that the

I-1

the results from
time-temperature

for presenting data from creep tests of struc-
tures as well as data from material creep tests. Time-dependent stress-
strain curves obtained from plate-creep curves were used to predict
stresses that produce creep failure of the plates. The generali@ of
this method for predicting creep failure will, however, need to be
established from additional plate-creep tests of other materials.

Langley Aeronautical Laboratory,
National Adviso~ Comittee for Aeronautics,

Langley Fieldj Vs., Septe@er 8, 1955J.
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Plate T, % Exposure time, b/t zf, ksl Ff
hr

1
1 Room --- 19.6 45.8 o.m7’70

Room --- 19.8 47.6 .rx1750
; Room --- 30.0 33.8 .00336
4 Room --- 34.6 .00368
5 Room --- ::; 21.6 .00430
6 Room --- 45.2 22.4 .oo4&l
7 Room --- 45.6 22.1 .m465
8 Room --- 60.0 18.5 .00370
9 Room --- 18.4 .00352
10 Room --- z:: 18.0 .m420

I.1 1/2 43.0 .00715
12 E 1/2 ::: 33.8
13

.00386
3cm 1/2 45.1 21.5 .00330

14 300 1/2 59.7 17.8 .00375

15 1/2 19.9 43.7 .CX3766
16 % 1/2 29.8 34.0 .00406
17 3Y 1/2 - 44.5 22.2 .(X)355
18 373 1/2 59.4 19.0 .00383

19 400 1/2 19.9 45.1 .00734
20 400 1/2 20.1 45.3 .COl@
21 400 1/2 29.9 33.5 .00375
22 403 1/2 30.1 31.8
23 400

.00382
1/2 45.7 =.3 .00445

24 ~ 1/2 44.8 20.2 .00463
25 :% 1/2 45.4 20.3
26 400

.@3438
1/2 60.0 16.8 .00355

27 400 1/2 59.9 16.8 .00410
28 1/2 59.2 16.8 .00452
29 400 1 20.1 50.4 .00785
30 4CM) 6 20.1 45.4
31 400 6

.00628
20.0 45.4

400 10
.00665

20.0 45.3 .c0676
;; 400 100 20.0 38.7 .cQ620

34 450 1/2 20.0 41.6 .0%46
1/2 29.6 33.7 .00419

;2 ;: 1/2 44.4 =.8
37 450

.00324
1/2 59.4 17.1 .00310

38 500 1/2 19.9 35.2 .c0726
500 1/2 29.6 27.4 .00393

Z 1/2 44.6 18.0
41 z

.cX)319
1/2 59.7 14.6 .00290

42 1/2 19.9 17.7 .00529
43 E 1/2 15.0 .00304
44 430 1/2 z:; 12.2 .00213
45 600 1/2 60.1 9.8 .m160

————---- . ..— .—-. ...— —._ . . .. —~_- _. _.. ..—
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20.0
19.9

29.6
z9.8
E9.6
z5J.8

45.2
45.0
4!3.0
45.0

60.6
59.3
~.k

20.1
19.9
19.8
19.9
19.8

30.2
29.6
-.7

45.1
45.2
44.7

60.0
~.;

59:7

20.0
m .0
19.9
19.8
19.9

29.8
W.7
29.5
S.7
3.9

45.0
44.8
45.0

60.0
59.9
@.o

z, ksi

43.8
40.4
39.1
37.2
37.2
31.5

32.2
31.7
30.0
2-7.0

20.2
233.0
19.5
18.4

ti.o
19.8
14.4

35.6
34.4
33.2
31.2
2j’ .0

28.0
26.0
21.o

18.0
17.0
14.4

15.0
14.5
13.4
10.2

28.9
26.3
23.8
22.4
14.3

24.0
=.5
20.0
15.9
12.2
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